A mathematical model based on the control volume method with fixed mesh was selected in order to simulate the solidification of cylindrical castings poured in permanent steel mold. The latent heat was incorporated using the effective specific heat. The application of the model allowed us to obtain the solidification front and the temperature fields at any time from the pouring. The mold was made of the SAE 1010 steel. Two mold temperatures were evaluated: 25°C and 300°C. The mathematical model showed sensitivity to changes in mold temperatures. For the casting poured with an initial mold temperature of 300°C, the solidification time was greater than that of the casting poured in the mold at 25°C. When the perfect contact condition between the mold and the metal was considered, the theoretical solidification times were shorter than the experimental results. When the imperfect contact supposition was assumed, this resulted in longer times of solidification very close to the experimental data. A reasonable fitting was reached when the heat transfer coefficient between mold and casting surfaces in the range of 100 to 500 W/m 2 °K was used for the experiments with the mold at 25°C.
INTRODUCTION
The viability of the industry of the foundry depends strongly on the quality and efficiency offered in its products. Through the years several methods have been used with the purpose of analyzing the solidification of foundry pieces. At the beginning, analytic methods were used. Later, researchers turned to the employment of numerical methods. At the present time the variety of methods used to simulate the metallic solidification is numerous, depending on the type of the outlined problem, the geometry, etc. MANJHI S.P. et al. [1] applied the method of control volume to the simulation of the solidification and thermal treatment of steel ingots. This article is about the use of the method of Control Volume to build an algorithm that allows us to study some aspects of the solidification of castings.
MATHEMATICAL FORMULATION
The mathematical model used was based on the heat equation for a cylindrical region: 
Assuming that the flow of heat is only present in the radial and axial directions, and that the thermal conduction coefficient is constant in the space, then one has that the Equation (1) is simplified to
With the following boundary conditions: -Convective condition in the boundary in contact with the air and the floor:
kA T hA T T t (3) where V and A are the volume and the area of control volume on the boundary, respectively.
--Radioactive and convective conditions in the surface of the metal and mold in contact with the air: 
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Where Cpe is the effective specific heat, defined by:
Cpe Cp L fs t
For the solid fraction some models can be used, such as the lever rule and the Scheil relation. In this work we employ the lever rule:
Once the integral of the Equation (6) is resolved and then, by employing the boundary conditions, one could obtain a system of algebraic equations of the type:
where: The physical properties used in this work are shown in the Table 1 . The experimental procedure consisted of the cast of some cylindrical ingots, of 35 mm in diameter and a height of 80 mm, in a steel mold of the carbon steel AISI 1010. The aluminum alloy was poured to 720°C. The initial temperatures of the mold were 25°C and 300°C.
To carry out the numerical simulations a computational algorithm was elaborated in the Borland® C++ Version 5.02 language. A fixed mesh of 264 control volumes was used, just as it is illustrated in Fig. 2 . The results were plotted using the commercial software 3dField 
RESULTS AND DISCUSSION
The results are shown in Figs. 3 to 6. They correspond to simulations in which the perfect contact condition between the mold and the metal is considered. Figs. 3a, 3b, 3c and 3d show the results of the temperature fields in the metal and mold, for an initial temperature of the mold of 25°C and times between 0.25 and 2 s. One can observe the position of the isotherms of the liquid and solid for the values of isotherms of 617°C and 577°C.
In Figs. 4a, 4b, 4c and 4d are illustrated the temperature fields for the mold and metal, for times of 0.25 s to 10 s, when the metal is poured in a metallic mold preheated at 300°C. It can be shown that the solidification of the piece is slower in this case and requires more time. Fig. 5 represents the experimental and theoretical curves of cooling for the case in which the metal was poured in a mold at 25°C. In the theoretical curves, several types can be observed: the one corresponding to the perfect contact condition between the metal and the mold and the others in which the existence of a space of air between the metal and the mold was supposed. The latter was characterized by the existence of a heat transfer coefficient by convection with values of 50 and of 200 W/m 2°C . We can see that the curves of perfect contact and those with h = 50 W/m 2°C are adjusted well enough to the experimental curve in the first moments of the solidification. As the cooling of the ingot progresses, an unusual experimental behavior is noticed. This could be interpreted in terms of the variation of the heat transfer coefficient between the metal and the mold, just as it has been suggested by authors such as GRIFITH [3] , BROWNE and O'MAHONEY [4] , and TAHA et al. [5] . Figure 6 represents the experimental and theoretical cooling curves for the case in which the alloy was cast in a mold at 300°C. The theoretical curve, assuming perfect contact between the mold and metal, fitted reasonably well with the experimental data obtained in the first moments of the solidification. After this initial period, the two curves maintain the tendency but the theoretical curve always exhibits a lower metal temperature. 
CONCLUSIONS
The model developed allowed us to simulate the solidification of cylindrical ingots. According to the results obtained with this model for the mold preheated at 300°C, the times of solidification are longer than those corresponding to the mold preheated to 25°C.The behavior of the theoretical cooling curves, assuming some values of the of heat transfer coefficient between the metal and mold, shows evidence of the existence of a variable heat transfer coefficient. 
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